SEI CORROSION PROOF®
RUST REMOVER
CPT-100
CORROSION PREVENTION TECHNOLOGY
PRODUCT DESCRIPTION
CPT-100 is a rust remover that is user-safe, environmentally safe and extremely high performing.
CPT-100 effectively removes rust and tarnish from steel, iron, copper, brass, chrome and
aluminum. CPT-100 removes corrosion from any metal without creating waste disposal
difficulties. CPT-100 will not harm most paints, plastics, wood, textiles, ceramics or rubber when
used as recommended. Simply apply CPT-100 and rinse with water. CPT-100 is completely
organic, 100% biodegradable and does not require special disposal for typical use. It is especially
helpful for outdoor and marine applications where chemical waste disposal can be a problem.
Unlike conventional rust removers, which can be extremely dangerous to use, handle and store,
CPT-100 is so safe that minimal protective covering is needed. In addition, the non-toxic
formulation has no acid or caustic fumes. In contrast to harsh industrial chemicals, CPT-100 can
be used in labor-intensive areas such as continuous assembly and packaging lines with no adverse
effect on production efficiency.
FEATURES
- Removes rust and corrosion from ferrous and non-ferrous metals.
- Prevents flash rusting.
- Completely organic and biodegradable.
- Non-polluting and environmentally acceptable for easy disposal.
- Loosens rust-frozen parts.
- Cleans rust stains from painted, wooden and other surfaces.
- Safe to handle, use and store.
- No adverse effects on most paints, plastics, wood, textiles, ceramics and rubbers.
- Safe, non-toxic, non-flammable formulation and mild odor makes it ideal for in-plant use.
APPLICATION
CPT-100 can be applied using spray equipment, as well as by brush or dip.
For spray, brush or roll-on application, remove loose rust or tarnish. Then apply CPT-100 to
surface, let chemical stand for 5-10 minutes and rinse. Reapply if necessary.
Medium and heavy rust will take somewhat longer.
For dip application, remove heavy deposits, loose rust or tarnish. Soak part(s) in a tank as long as
required to remove corrosion. Increasing temperature up to 150°F (65°C) will speed the cleaning
process.
PACKAGING AND STORAGE
CPT-100 is available in 5 gallon, 55 gallon drums, totes and bulk.
Minimum storage temperature: 32°F (0°C). Maximum storage temperature: 120°F (49°C)

