
 

SEI GRAFFITI PROOFER®  
& CONCRETE CURING AGENT 

GPC-100 
 
PRODUCT DESCRIPTION 
The GPC-100 is a professional, penetrating, permanent weatherproofing, graffiti proofing and curing agent treatment.  GPC-
100 migrates into the structure and conditions and chemically bonds to the aggregate becoming one with the structure as the 
structure cures.   GPC-100 contains a nano-methyl extended siloxane that provides a permanent non-stick surface to the cured 
aggregate. Paint, graffiti and other markings cannot adhere to the substrate. This product has been tested in a wide variety of 
climates with no deterioration from ultraviolet rays, ozone, salt spray, and acid rain.  The GPC-100 allows for expansion, 
contraction, building movement and temperature extremes.  The GPC-100 will allow moisture vapor to escape at a controlled 
rate while not allowing moisture to enter the structure.  This product exceeded the performance requirements for ASTMc309 
Concrete Curing Agent and ASTM D6578 Graffiti Resistance Test. 
 
APPLICATION GUIDLINESS 
Surface Preparation: 

1. The surface is to be cleaned and free of any foreign matter.   
2. The product may be applied at any temperature above 40°F and as long as there is no frozen moisture in the 

substrate. 
 
Application & Pot Life 

1. Apply your first application of the product with an airless sprayer.  Use a flood coat and apply liberally. 
2. Apply the first coat of the GPC-100 and allow 24 hours for the GPC-100 to cure with the structure. 
3. Apply a second coat 24 hours after the first coat.   
4. GPC-100 is moisture sensitive and must be kept in closed containers during application.  Workable pot life is 

typically 3 months but can vary depending on environmental conditions. 
  
Graffiti Graffiti 

1. Remove graffiti as soon as possible after surface has been vandalized. 1. Remove graffiti as soon as possible after surface has been vandalized. 
2. A pressure washing at a maximum of 1500psi has achieved success.  If removing graffiti on a structure that is not 

fully cured, test an inconspicuous area to make sure the psi will not damage the concrete.   
2. A pressure washing at a maximum of 1500psi has achieved success.  If removing graffiti on a structure that is not 

fully cured, test an inconspicuous area to make sure the psi will not damage the concrete.   
3. One may also spray the Graffiti Remover SYS -P followed by a water rinse or use of a rag, depending on scenario. 

See SEI Graffiti Remover SYS-P Product Data and MSDS 
3. One may also spray the Graffiti Remover SYS -P followed by a water rinse or use of a rag, depending on scenario. 

See SEI Graffiti Remover SYS-P Product Data and MSDS 
  
RECOMMENDATIONS RECOMMENDATIONS 

1. GPC-100 should be accepted as an ASTM certified concrete curing agent. 1. GPC-100 should be accepted as an ASTM certified concrete curing agent. 
2. GPC-100 should be accepted as a non-sacrificial anti-graffitant. 2. GPC-100 should be accepted as a non-sacrificial anti-graffitant. 
3. GPC-100 should be used as an anti-graffiti coating on all new/green structures subjected to or considered to be 

targeted for graffiti. 
3. GPC-100 should be used as an anti-graffiti coating on all new/green structures subjected to or considered to be 

targeted for graffiti. 
4. The initial application of the GPC-100 should be a base application for cure purposes; then another application is 

necessary to complete the graffiti proofing coating system. 
4. The initial application of the GPC-100 should be a base application for cure purposes; then another application is 

necessary to complete the graffiti proofing coating system. 
5. The surface must be clean.  Apply liberally to surface. 5. The surface must be clean.  Apply liberally to surface. 
6. A continuing record should be kept of areas cleaned and protected, noting all cycles attained.   6. A continuing record should be kept of areas cleaned and protected, noting all cycles attained.   

  
COVERAGE COVERAGE 
Surface    Meters per Liter   Feet per galSurface    Meters per Liter   Feet per gal 
Concrete    9.2-18.5   150-250 
Concrete Block    7.4-11.1   80-120 
Stucco     11.6-18.5  125-200 
Smooth Stone    13.9-18.5  150-250 
 
PACKAGING & STORAGE 
1-gal, 5-gal. Store out of direct sunlight in closed containers.  This product is moisture sensitive. 
See Product Data, MSDS, Policies and Warranty at www.seichemical.com 
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